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Construction and Construction and 
Demolition Waste  (C&D)Demolition Waste  (C&D)

• Market Assessment
• Permitted Facilities
• Materials
• End Markets• End Markets



Market AssessmentMarket Assessment

Construction and Demolition Construction and Demolition 
Waste  (C&D)Waste  (C&D)

Define
GenerationGeneration
Breakdown
Recovery
Impact



Construction and Demolition Waste Construction and Demolition Waste 

Define
Waste or debris resulting solely 
from construction, remodeling,
repair, or demolition operations 
on pavement, buildings,on pavement, buildings,
or other structures.

C&D waste makes up just over 
30% of our disposed waste 
stream.



Construction and Demolition Waste Construction and Demolition Waste 

Define
Wood
Concrete
Asphalt shingles
Gypsum wallboardGypsum wallboard
Metals
Brick and block
Cardboard
Plastics
Carpet
Asphalt pavement 
Salvageable materials
Land clearing debris
Miscellaneous fines



Construction and Demolition Waste Construction and Demolition Waste 

Generation
Wood
Concrete
Asphalt shingles
Gypsum wallboard

91%
Gypsum wallboard
Metals
Brick and block
Cardboard
Plastics
Carpet
Asphalt pavement 
Salvageable materials
Land clearing debris
Miscellaneous fines

9%

91%

% based on weight



Construction and Demolition Waste Construction and Demolition Waste 

Generation (%)*
Wood – 28%
Concrete – 19%
Asphalt shingles – 16%
Gypsum wallboard – 12%Gypsum wallboard – 12%
Metals – 8%
Brick and block – 5%
Cardboard – 2%
Plastics – 1%

91%

% based on weight
* Source www.p2pays.org/ref/02/0162205.pdf



Construction and Demolition Waste Construction and Demolition Waste 

Generation (tons)
Wood – 980,000
Concrete – 670,000
Asphalt shingles – 555,000
Gypsum wallboard – 405,000Gypsum wallboard – 405,000
Metals – 295,000
Brick and block – 170,000
Cardboard – 78,000
Plastics – 21,000

3.18 million tons



Construction and Demolition Waste Construction and Demolition Waste 

Breakdown

Residential
Single family
Multi-family Multi-family 

Non-Residential (Commercial)
Retail
Office
Industrial
Institutional



Construction and Demolition Waste Construction and Demolition Waste 

Breakdown

Residential
Commercial

Construction 
Renovation
Demolition

?



Construction and Demolition Waste Construction and Demolition Waste 

Breakdown (%)

Residential 
Construction – 12% 
Renovation – 28% 65%Renovation – 28%
Demolition – 25%

Commercial
Construction – 6%
Renovation – 16%
Demolition – 13%

65%

35%



Construction and Demolition Waste Construction and Demolition Waste 

Breakdown  (tons)

Residential 
Construction  424,000
Renovation 977,000Renovation 977,000
Demolition 886,000 

2.3 million tons

Commercial 
Construction 228,000
Renovation 546,000
Demolition 441,000

1.2 million tons



Construction and Demolition Waste Construction and Demolition Waste 

Recovery
The current infrastructure in NC for 
managing material generated from 
C&D activities includes:  

54 permitted active C&D landfills
5 C&D transfer facilities
8 C&D treatment & processing facilities
67 LCID landfills
20 LCID treatment & processing facilities



Construction and Demolition Waste Construction and Demolition Waste 

Recovery
C&D debris recycling is based
on cost-avoidance and not 
necessarily revenue generation.
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